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SLOT SCOOP
200 SERIES

• High output tiltable recessed wallwasher

• Die-cast construction with protective clear glass

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for metal halide

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 45˚

Lumen Output: 
(12) 1250 lm 

(17) 1700 lm 

(22) 2250 lm

(30) 3000 lm

(40) 4000 lm

Colour Temps:
(27) 2700K

(30) 3000K

(35) 3500K

(40) 4000K

Colour Rendering:
(80)  CRI 80+ 

(98) CRI 98

(CRI 98 Up to 3000 lumens)

Beam Angles: 

(W) Wide

Colour:
(W)  White

SS _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

Wide, 4000 lm
1.5m0.9m

1m

2m

3m

823 lx

427 lx

218 lx

1485 lx

605 lx

278 lx

1.5m 1.5m

45°

152mm

111mm

234mm

Cut Out: 218mm x 136mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98


